
WALL LUMINAIRES,
CEILING LUMINAIRES,
BOLLARD LUMINAIRES,
OUTDOOR LUMINAIRES,
DOWNLIGHTS.

ELEGANT. RELIABLE. HIGH-QUALITY.

WWW.MGL-LICHT.COM



AND ALL THIS AT A HIGHLY ATTRACTIVE PRICE 
LEVEL - YOU WILL BE SURPRISED!

UNIQUE SELLING POINTS

• High energy efficiency with low power consumption
• High cost savings
• LED technology and drivers from brand manufacturers
• Perfect light control and colour rendition set the plants and objects in scene
• Long service life including a 3-years functional guarantee
• Straightforward MGL design and modular MGL system for drivers enable
   perfect solutions on site
• Impact-resistant and robust for the given conditions
   in gardens and greenery, easy to clean

MGL PRODUCT RANGE -
QUALITY FEATURES

PRODUCT DESIGN AND LIGHTING TECHNOLOGY

• MGL outdoor luminaires are defined by a clear design
• The lighting task is in the foreground, the luminaire
   becomes part of the environment
• Best possible lighting quality created by low energy consumption,
   high colour rendition and a gentle, glare-free light distribution
• The light solution is in harmony with the nature and is particularly gentle
    to insects and night owls thanks to low surface temperatures

TECHNICAL STANDARDS

• ENEC test mark for the highest safety standards
• Successfully tested in the „SCHÜCO“ laboratory for moisture and UV stability
• 50,000 h service life with high luminous flux stability
• High moisture protection against splash water and jets of water
   for freestanding luminaires (IP65 / IP66)
• Designed for fast and cost-saving installation, in principle
   maintenance-free during service lifetime

LIGHTING AROUND THE 
GROUNDS -
WHY?
Efficient lighting around the house creates:

• safety
• feel-good atmosphere
• additional use of the garden and the given
   greenery after sunset
• underlines the ambience and combines the interior and exterior
   of a property to a valued unit
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LIGHTING IN
THE OUTDOOR AREA

WPL bollard luminaire - lighting effect at night.

3000K
11 W
590 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WPL RD

3000K
11 W
570 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WPL RD - appearance during the day.
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PLQ

3000K
20 W
490 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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PLQ - Lighting effect at night
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ORL

W
A

LL
 L

U
M

IN
A

IR
ES

3000K
10 W
160 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:

ORL - Lighting effect at night.
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WDL 235
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WDL 235 - appearance at dusk

3000K
8 W
660 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WL 140

W
A

LL
 L

U
M

IN
A

IR
ES

WL140 - Lighting effect at dusk.

3000K
8 W
620 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WPL SQ
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WPL Q- lighting effect at night.

3000K
11 W
590 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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SPOT G 100
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Spot G - lighting effect in the evening.

3000K 
3.5 W 
120 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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Spot G - lighting effect at night.

3000K
15 W
1140 lm

500/
1000

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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GOOD LIGHTING IN THE ENTRANCE AREA:

• Creates a friendly appearance for the visitor from the very beginning
• Creates atmosphere and safety
• Supports the security technology / camera in the entrance area

TERRACE, VERANDA,
UNDER THE CANOPY ...

GOOD LIGHTING ON THE TERRACE, VERANDA:

• Creates atmosphere and enhances the wellbeing effect - „at home“
• Extends the usable living area, especially in the evening time

THE LUMINAIRES LISTED FOR THIS APPLICATION:

• Convince by a pleasant and glare-free light distribution
• High colour rendition and light quality
• Are switchable or dimmable via the existing building services
• Become integrated to the architecture and do not become foreign objects
• Are maintenance-free during the service lifetime of 50,000h and are easy to install

LIGHTING FOR THE
PROTECTED OUTDOOR 
AREA AROUND THE 
BUILDING
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DL IP 44
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IP44 - Appearance during the day.

3000K
3 W
120 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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DL IP 65
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IP65 - lighting effect at night.

3000K
3 W
110 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:

26  27



HVD

D
O

W
N

LI
G

H
TS

HVD - lighting effect in the evening.

3000K
4 W
260 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WDB RD
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WDB 250 appearance at dusk.

3000K
12 W
1090 lm

250/
300

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WDB 250 appearance in the evening.

3000K
12 W
1090 lm

250/
300

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WDL 300 - lighting effect in the evening.

3000K
34 W
3150 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WDL 400 D
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WDL 400D appearance at dusk.

3000K
20 W
1580 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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LOMBRI
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LOMBRI - appearance of the 1200s version at night.

4000K
18 W
2100 lm

Information about product versions, 
technical data and more
planning documents
can be found at:
www.mgl-licht.com
Directly to the product page:
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WDL 235- Lichtwirkung bei Nacht.

WPL SQ
switchable, 230V

light colour      housing power      luminous flux article no
.3000 K anthracite 11 W 590 lm MGL 9010

3000 K white 11 W 590 lm MGL 9011

SPECIFICATIONS

CRI >90
indirect, wide beam 
IP 65 
wall mounting 
floor mounting with 

    bollard as accessory     
0.83 kg

SPECIFICATIONS

CRI >90
indirect, wide beam 
IP 65 
wall mounting 
floor mounting with  
bollard as accessory 
0.64 kg

WPL RD
 switchable

light        colour  housing power      luminous flux article no.

3000 K anthracite 11 W 570 lm MGL 9008
3000 K white 11 W 570 lm MGL 9009

SPECIFICATIONS

CRI >90
50 – 60° 
rotationally symmetric 
 IP 65 
floor mounting 
PLQ 800 - 3.905 kg 
PLQ 1500 - 5.75 kg

PLQ 800
 switchable, 230 V 

light        colour   housing power      luminous flux article no.

3000 K anthracite 20 W 490 lm MGL 9016

PLQ 1500
 switchable, 230 V 

light        colour  housing power      luminous flux article no.

3000 K anthracite 20 W 490 lm MGL 9017

SPECIFICATIONS

CRI >90
wide beam 
IP 65      
 wall mounting  
0.75 kg

ORL SQ
 switchable, 230 V

light        colour   housing power      luminous flux article no.

3000 K anthracite 10 W 170 lm MGL 9006
3000 K white 10 W 170 lm MGL 9007

ORL RD
 switchable, 230 V

light        colour  housing power      luminous flux article no.

3000 K anthracite 10 W 160 lm MGL 9004
3000 K white 10 W 160 lm MGL 9005

WDL 235
 switchable, 230V

light colour   housing power      luminous flux article no.

3000 K anthracite 8 W 660 lm MGL 9012
3000 K white 8 W 660 lm MGL 9013

SPECIFICATIONS

CRI >80
 120°

IP 65      
wall mounting 
0.68 kg

WL 140
 switchable, 230 V

light colour  housing power      luminous flux article no.

3000 K white 8 W 620 lm MGL 9018
3000 K anthracite 8 W 620 lm MGL 9019

SPOT G 100 DC 24 V SPECIFICATIONS

CRI >90 
30 °, rotatable 355 °
 swivable + 90 ° | -45 °
IP 66      

 floor mounting 
wall mounting 
0.54 kg

light colour power      luminous flux article no.

3.5 W 120 lm MGL 90033000 K

Including 2-wire supply cable 5 m

SPOT G 100 230 V 
 switchable, 230 V

light colour power      luminous flux article no.

3000 K 4 W 120 lm MGL 9002

Including supply cable (5 m), schuko plug and earth spike

SPECIFICATIONS

CRI >90 
24 °, rotatable 355 ° 
swivable + 90 ° | -45 °
IP 66      
floor mounting 
1.1 kg

SPOT G 500 
 switchable, 230 V 

light colour power      luminous flux article no.

3000 K 11 W 670 lm MGL 9000

Including supply cable  (5 m), schuko plug and earth spike

SPOT G 1000 
 switchable, 230 V

light colour power      luminous flux article no..

3000 K 15 W 1140 lm MGL 9001

Including supply cable (5 m), schuko plug and earth spike

TECHNICAL DATA
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CRI >90
wide beam 
IP 65      
wall mounting 
0.73 kg
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CRI >90
IP 65      

    IK 06 
wall mounting 
 ceiling mounting 
1.1 kg
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SPECIFICATIONS

CRI >90 
30 °, rotatable 355 °  

swivable + 90 ° | -45 °
IP 66      

 floor mounting 
wall mounting 
0.94 kg
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177 mm ø 80 mm SPECIFICATIONS

CRI >90 
20 °, rotatable 355 ° 
swivable + 90 ° | -45°
IP 66      
floor mounting 
1.32 kg
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WDL 235- Lichtwirkung bei Nacht.

SPECIFICATIONS

CRI >80
 30°

IP 65 | 20      
Recessed mounting 
0.09 kg

MDL IP 65
light colour        operating curr.  power luminous flux  article no.

2700 K 350 mA 1 W 55 lm MGL 1068  
500 mA 2 W 90 lm

700 mA 3 W 110 lm
3000 K 350 mA 1W 60 lm MGL 1026 

500 mA 2 W 100 lm

700 mA 3 W 120 lm

HVD 68
SPECIFICATIONS

CRI >90
 50°

IP 44
Recessed mounting 
0.15 kg

switchable, direct connection 230 V 50/60 Hz

light colour housing power luminous flux article no.

3000 K white 4 W 260 lm MGL 1140  
3000 K alu-anod. 4 W 260 lm MGL 1141 
3000 K black 4 W 260 lm MGL 1142

SPECIFICATIONS

CRI >80
 IP 54 

IK 10  
ceiling mounting  
wall mounting
0.7 kg

WDb 250 RD
 switchable, 230 V 50 / 60 Hz

Colour temperature presettable via integrated switch 

light colour power luminous flux article no.

3000 K 8 W 800 lm MGL 4022  
4000 K 8 W 830 lm

5700 K 8 W 840 lm

3000 K 12 W 1090 lm MGL 4024  
4000 K 12 W 1110 lm

5700 K 12 W 1140 lm

WDb 250 SQ
 switchable, 230 V 50 / 60 Hz

Colour temperature presettable via integrated switch  

light colour power luminous flux article no.

3000 K 8 W 830 lm
4000 K 8 W 850 lm

5700 K 8 W 880 lm

3000 K 12 W 1180 lm MGL 4025  
4000 K 12 W 1220 lm

5700 K 12 W 1240 lm

WDL 300
 switchable, 230 V

light colour power luminous flux article no.

3000 K 14 W 1300 lm MGL 4000  
4000 K 14 W 1390 lm MGL 4001

SPECIFICATIONS

CRI >80
IP 44       
ceiling mounting 
wall mounting 
0.75 kg

WDL 400
 switchable, 230 V, switchable via DIP switch

ligh colourt          operating curr.  power

3000 K 300 mA 13 W 1250 lm MGL 4014  
500 mA 20 W 1900 lm

700 mA 27 W 2500 lm

900 mA 34 W 3150 lm

4000 K 300 mA 14 W 1330 lm MGL 4015
500 mA 20 W 2040 lm

700 mA 27 W 2680 lm

900 mA 34 W 3375 lm

SPECIFICATIONS

CRI >80
 IP 44 with direct    

      mounting
      IP 40 when using the
       mounting bracket  

 ceiling mounting 
   wall mounting
   1.29 kg

SPECIFICATIONS

CRI >80
 

WDL 400 D
 switchable, 230 V 50/60 Hz, switchable via DIP switch 

light colour             operating curr.  power

3000 K 300 mA 13 W 920 lm MGL 4018  
500 mA 20 W 1580 lm

700 mA 27 W 2100 lm

4000 K 300 mA 14 W 980 lm MGL 4019

500 mA 20 W 1690 lm

700 mA 27 W 2250 lm

LOM 900 | 1200 | 1500
 switchable, including through-wiring

light colour length power luminous flux article no.

4000 K 900 mm 18 W 2100 lm MGL 3009  
4000 K 1200 mm 18 W 2100 lm MGL 3010  
4000 K 1500 mm 30 W 4000 lm MGL 3012

SPECIFICATIONS

CRI >80
 130° 
IP 66 | 67

   IK 08  
  ceiling mounting    
  wall mounting   
LOM 900 – 0.53 kg   
LOM 1200 – 0.67 kg   
LOM 1500 – 0.8 kg

SPECIFICATIONS

CRI >90
 24°

IP 44 | 20      
Recessed mounting
0.05 kg

MDL IP 44
light colour housing  operating curr.   power  luminous flux article 
no. 350 mA 1 W3000 K white 70 lm MGL 1087  

500 mA 2 W 90 lm

700 mA 3 W 120 lm
3000 K black 350 mA 1 W 70 lm MGL 1088 

500 mA 2 W 90 lm

700 mA 3 W 120 lm
3000 K 1 W 70 lm MGL 1089

2 W 90 lm
alu-anod.   350 mA            
 500mA   
 700 mA 3 W 120 lm
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WE HAVE YOUR INTEREST?

Behind the QR codes on the previous pages, you will 
find extensive technical information, further product 
and application photos as well as extensive 
photometric data on our website.
Simply scan with your smartphone!

When operating luminaires in gardens and green areas, avoid contact with 
aggressive fertilizers and chemical substances in order to preserve the aluminum 
housing and its powder coating. The surfaces of the luminaires should be cleaned 
from time to time with a damp cloth!

42 43

luminous flux article no.

luminous flux article no. IP 44 with direct
      mounting
      IP 40 when using the
       mounting bracket  

 ceiling mounting 
   wall mounting
   1.27 kg

 4342



PLAN WITH US
For more technical information visit our 
homepage or scan the QR code with 
your smartphone.

https://www.mgl-licht.com

MGL Licht GmbH
Steinweg 12 – 16
32657 Lemgo, Germany

Tel + 49 (0) 5261 934758 - 0
Fax + 49 (0) 5261 934758 - 199
E-Mail info@mgl-licht.de

www.mgl-licht.com

Technical details were correct at the time of printing. We reserve the right to make changes without prior notice.

Liability is excluded for any printing errors and mistakes.


