
MGL 3012 

MOISTURE-PROOF LUMINAIRE LOMBRI 1500   

PRODUCT FEATURES & TECHNICAL DATA 
 

Application area damp locations, roofed outdoor area 

Luminaire type 
LED moisture-proof luminaire round-linear | 

tubular 

Light source LED SMD technology 

Mounting surface-mounted, suspension with accessory 

Luminaire optic polycarbonate, opal 

Colour temperature 4000 K 

Rated luminous flux 4000 lm 

Connected load 30W 

Operating current 75 mA 

Operating voltage 230 V AC 

Light output ratio 1 

Luminous efficiency 133 lm/W 

Colour rendition index >80  

Luminaire colour white 

Luminaire housing polycarbonate 

Electrical design switchable 

Connection method plug-in terminal 

Emergency lighting - 

Degree of protection IP66 | IP67 

Protection class I 

Ambient temperature -20 bis +45° 

Impact resistance IK08 

 

Diameter 

 

41 mm 

Length 1500 mm 

Weight 0.8 kg 

 

SPECIFICATION TEXT 

 
LED moisture-proof luminaire LOMBRI for ceiling and wall 

mounting, as well as pendulum mounting with accessories. 

Round linear | tubular moisture-proof luminaire with rotatable 

light direction. Even, wide-beam illumination of the surfaces 

through optimised diffuser. LOMBRI based on SMD LED 

technology type Samsung 2835 on impact-resistant 

polycarbonate device carrier in coextrusion with end caps and 

compression fitting made of white polycarbonate and diffuser in 

polycarbonate opal, transmission 85%. End caps and 

compression fittings firmly connected to luminaire housing. 

Double-sided, frontal cable intake. Connection via pressure 

terminals, strain relief and securing of degree of protection 

IP66, IP67 via MGL connection unit. Mounting by two variable 

mounting brackets (plastic and stainless steel V2A) on the unit. 

The luminaire is secured in the mounting brackets with 

interlocking against twisting by use of the guide line integrated 

on the back of the device carrier. Through wiring possible. 

Luminaire dimensions: diameter 41mm, length 1500mm, 

weight 0.8kg, colour temperature 4000K, colour rendering 

CRI/RA> 80, luminous flux 4000lm, power consumption 30W, 

system efficiency: 133 lm/W. Halogen-free cables. Degree of 

protection IP66 / IP67. Electrical protection class I, product 

service life: 50,000h (L80 / B10) at ta = 25° C. Application in 

damp rooms and protected outdoor areas. CE-test mark  

 

Accessories: Anchor hook set for chain suspension MGL0211; 

Wire suspension set MGL0252 

 

 

LIGHT DISTRIBUTION 
 

 

DRIVER INTEGRATED 220-240V 50/60 HZ, SWITCHABLE  

FUSE PROTECTION LOMBRI 
 quantity of drivers per type 

of miniature circuit breaker 

Inrush current 1/2 value time 

at typical mains impedance 

 B16  

pcs. max. 

C16  

pcs. max. 

 

MGL3012 22 36 4.16 A 100 µS 

 

   

All technical data including details of weight and dimensions have been compiled with all due care. Errors excepted. Product illustrations serve as examples and may differ from the original.  

We reserve the right to make changes in the interest of improving our products.  
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