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MDL IP44, Mini-LED recessed downlight, round, with Osram Oslon Square SMD LED technology. The LED lens optic with diffusor from transparent PMMA is mounted set back in a black cylindrical housing made from policarbonate.  Luminaire dimensions: ø 45mm, height: 39mm, recessed depth: 50mm, weight: 0,05kg, ceiling cut-out: 35mm. Housing from aluminum; recessed ring from aluminium powder coated in white  (similar to RAL9016). Toolless mounting of the luminaire by means of retaining springs for ceiling thicknesses of 3-25mm. Permissible ambient temperature (ta): - 20°C -  + 25°C. Light head is fixed. Colour temperature 3000K, colour rendition CRI Ra>90. Luminaire luminous flux 120lm | 3W | 700mA or 90lm | 2W | 500 mA or 70lm | 1W | 350mA. Connection of the LED light head to the driver via flexible supply cable (length 400mm) with plug-connector, strain-relieved on both sides. Beam angle 24°, degree of protection below the ceiling IP44 | above the ceiling IP20 – electrical protection class III – Product service life: 50.000 h at 25° C | L80 B10 | CE test mark.
Accessories: multi -connector triple low voltage IP20 MGL0014, multi-connector sextuple low voltage IP20 MGL0015, extension line low voltage IP20 MGL0016
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