Mounting bracket for KEX (OC) 620 and PQM(OC) UGR<19/CRI>90 LED lay-in luminaires
Article number MGL0057
Specification Text
Description
Mounting bracket for the installation of the LED panel luminaires KEX(OC)620 and PQM(OC)620 UGR<19/CRI>90 below solid ceilings. Thanks to the mounting bracket, the LED panels seem to float at a distance of 45 mm below the ceiling, which creates a very descreet appearance of the ceiling.
The panel is secured by means of a safety wire and 2 diagonally fixed braces protect the very slim panel from sagging.

· Mounting bracket from hot dip galvanized sheet steel, consisting of a upper and a lower part;  without the need of tools both parts are laterally slid into one another and locked in position.

· For the rear fixation and stable positioning of the panel, 2 diagonal braces are screwed  to the mounting bracket and to the LED panel.

· A steel wire screwed to the LED panel and hooked into the mounting bracket serves as fall protection

· The LED panel seems to be floating below the ceiling; the electronic driver is to be positioned  centrally on the backside of the panel and is therefore invisible for the observer

· The LED panel is mounted to the lower part of the mounting bracket by means of 4 screws

· For suspended mounting, the diagonal braces are fixed by means of 4 screws to the screw channels of the rear angles

· The srews for fixation of the mounting bracket and the diagonal struts are supplied with the LED panel
· The upper part of the mounting bracket is fixed to the ceiling with professional mounting material (to be provided on site) using the 4 slotted holes
· The upper and lower part of the mounting bracket are laterally slid into one another and locked in position and thus fixed.
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