ACCESSORY: 
Electronic driver, switchable 230V, 50/60Hz 42W 1050mA 
MGL0112
for LED PANEL LUMINAIRES PQM(OC)620 UGR<19/CRI>90
Specification text
Description
Electronic driver for switchable single mode operation of the LED panel luminaires PQM (OC)620 UGR<19/CRI>90  3280/3600 LM (MGL2046, MGL2047).  
· Driver from European production for switchable mode operation

· Length x Width x Height= 130mm x 42mm x 30mm

· Ceiling cut-out minimum. D=54mm

· Weight: 105 grams

· Including adapter cable and connecting system for LED panel connection without any tool on secondary side

· Driver for ceiling installation with strain relief on primary and secondary side

· ENEC 05 approval
· Made in Europe
· Primary voltage AC 198-264V 50/60Hz

· Primary voltage DC 176-264V (0 Hz)
· Operating current: 500/550/600/650/700/750/800/850/900/950/1000/1050mA ( via DIP switch)
· Output voltage max 40V at 1050mA (DC)

· Power supply max. 42W (adjustable via DIP-SWITCH)
· Internal protection against overloads, short circuits and overheating
· Max. ripple 3% (Ripple Free/ Active Power factor)
· Ambience temperature: -25°C up to +50°C

· IP20 rating for use in indoor applications

· Not applicable in moisture ambiences  

· Product service life 50.000h (L70/B50)

· MGL-LICHT 5 year guarantee

· Approvals: EN 50172 (VDE 0108), EN55015, EN 61000-3-2, EN 61000-3-3, EN 61347-1,  EN 61347-2-13, EN61547, VDE 0710-T14
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