LED PANEL PRE 1220, 27W, 4000K, WHITE as Recessed Luminaire
Or surface mounted in combination with attachments

Article number MGL2212
Specification text
Description
LED recessed luminaire for wood, metal or plasterboard ceilings for a ceiling cut-out of  1196x296mm, based on SMD LED technology and lateral light injection in an optical diffusor material for light guidance.  The LED panel luminaire with a height of  10mm is thanks to its system power a replacement for classical ceiling recessed luminaires with conventional fluorescent lamps (e.g. T8 2x36W, T5 2x28W).

· Circumferential luminaire frame (10mm overlapping) of extruded aluminium profile
· Frame powder coated in white, similar to RAL9010

· Back cover from aluminium, screw-fastened with cirumferential frame structure
· Fixing by means of 4 spring clamps in ceiling plates with a thickness of 3 to 20 mm

· Luminiare dimensions 1215x350x35mm (incl. mounting clips)
· Ceiling cut-out: 1196x296mm

· Rear mounting depth of the spring clamps: 35 mm 

· Diffusor dimensions: 1154x254mm
· Weight: 4000 Gramm
· Diffuse light distribution for uniform ambient lighting 
· Metal core board equipped with SMD LED technology for lateral light injection from two opposing sides 

· Colour temperature 4000K 

· Colour rendition CRI RA >80

· Luminiare luminous flux 3500lm/ 27W power consumption
· System efficiency  130lm/W

· Operating current 750mA

· Optical diffusor from especially structured policarbonate 

· Contacting of the LED panel with driver for ceiling installation (see Accessories, MGL0091, MGL0113, MGL0106) by means of flexible supply cable with plug connectors
· Optical system protected, easy cleaning of the cover glass
· Protection type IP40 (below the ceiling)

· Electrical protection class III 

· Electrical protection class II incl. driver
· Product service life: 50.000h (L70/B50 at AT=25°C)

· Product service life: 35.000h (L80/B10 at AT=25°C)

· For interior lighting applications 
· For exclusive operation with the drivers of the Accessories (MGL0091, MGL0113, MGL0106)
· MGL LICHT 5 year guarantee
· Certified by TÜV Rheinland - GS safety approved
MGL-LICHT GmbH, LED PANEL PRE 1220, Art. No. MG2212
