MGL2214
PANEL RECTANGULAR PRM OC 1547 MODULE 625

SpeciFICATION text

[bookmark: _GoBack]LED Panel – rectangular lay-in luminaire for modular ceilings.  LED Panel based on SMD LED technology with lateral light injection into a light guiding PMMA prismatic diffusor material for a homogenous light distribution. Glare control UGR<19, recommended for VDU workplaces. Circumferential frame from aluminium, light proof weldet, powder-coated in white, similar to RAL9016. Rear cover from aluminium, screwed. Toolless mounting into modular ceiling structure 1550x312,5mm, luminaire dimensions: 1547x 310x10mm. Recessed height:  40mm, weight: 4,5kg, colour temperature 4000K, colour rendition CRI / RA >80, Luminaire luminous flux 2820 LM|700mA|29W; 4180LM|1050mA|45W; 6040LM|1600mA|64W; System efficiency: 94 lm/W based on operating current  of 1600mA. The LED Panel is to be operated with MGL drivers. Contacting by means of plug connector. Halogen free cables. Degree of protection IP40 below the ceiling. LED Panel with protection class III; protection class of complete luminaire depends on corresponding driver.
Product service life: 50.000h (L70) ta=25°C, Product service life: 35.000h (L80) ta=25°C.  For indoor applications only. Certified by TÜV Rheinland. CE test mark.
Accessory: MGL0148 surface mounted frame
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