SPOT Z1100, 17W, 830 LM, 3000K, GREY 

Product code MGL5001
Specification text
Description
LED Spotlight with universal track adaptor for  3 phase track systems, based on SHARP MINIZENIGATA multichip COB technology in  tubular shape. The spotlight with 17W System power is an equivalent replacement in luminous flux for conventional low voltage halogen sources 50W/75 or 90W QRC-BC or QT as well as classical PAR lamps with 75W.
· Housing made from extruded aluminum
· Front trim and arm from die cast aluminum, powder coated grey RAL 9006
· Light head turn able by 355°  and tilt able by +/-90°

· Incl. original EUTRAC R-3PH  universal adaptor for integration in all common 3 phase track system 

· Diameter 60mm, Length of light head 135mm, Length of arm: 90mm

· SHARP MINIZENIGATA LED COB module
· Color temperature 3000K 

· Color rendering  CRI RA >80

· System luminous flux 830 Lumen with 17W total power, 350mA 
· Standard reflector from anodized aluminum (99,98%), 

· Transparent diffusor from tempered glass
· Optical system covered, simple cleaning of cover glass
· Beam angle 50° 
· Electronic driver, switchable driver with ENEC Approbation

· IP20

· Electrical class II 
· Product life time: 50.000h (L70/B50) 
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