MGL 9009
WALL/BOLLARD LUMINAIRE WPL ROUND 
SPeCIFICATION TEXT

LED Wall / Bollard luminaire in round design for wall mounting or - in combination with the bollard tube -  for floor mounting. Luminiare with CITIZEN COB module on metal core board for good heat dissipation. Switchable driver 230V 50/60 Hz. For indirect and glare free illumination of entrance areas, access paths, gardens and parks. Luminaire housing from die-cast aluminium powder coated in white, powder coat from Akzo Nobel for outdoor applications.  Screws from stainless steel AISI 316L.  The LED is positioned behind a matt diffusor from impact resistant polycarbonate – IK08.  Wide beam indirect Up/Down light distribution: reflection out of a hollow body on an inclined plane on the inner side of the luminaire. Degree of protection IP65, electrical protection class I, silicone moulded sealing, Cable entry for single wiring through silicone metal nozzle. Colour temperature 3000K, CRI|RA<90, 570lm at 11W system power consumption, 500mA operation.  Dimensions 150x175 mm. Installation height: 45mm, weight: 0,81kg – Product service life: 50.000h (L70/B50). CE mark, ENEC 
Accessories: Bollard tubes MGL0160, MGL0161, MGL0162, MGL0163 or concrete / ground anchor MGL0164 (see catalogue).
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